Generation of Neutron Beam with the Cylindrical Discharge type Fusion Device

Y. Yamamoto\textsuperscript{1}, T. Maegawa\textsuperscript{2}, K. Noborio\textsuperscript{3}, and S. Konishi\textsuperscript{2}

\textsuperscript{1} Dept. of Electrical and Electric Engineering, Kansai Univ., Suita, Osaka 564-8680, Japan
\textsuperscript{2} Inst. of Advanced Energy, Kyoto Univ., Uji, Kyoto 611-0011, Japan
\textsuperscript{3} Inst. of Sustainability Science, Kyoto Univ., Uji, Kyoto 611-0011, Japan

yama3707@kansai-u.ac.jp

In order to obtain thermal or fast neutron beam, we have been investigating neutron reflection by neutronics simulations and experiments with the cylindrical discharge type fusion device. In neutronics simulation, we use the MCNP, three-dimensional particle transport code, and evaluate the neutron flux and the energy spectra for several combinations in materials and the sizes of reflector, moderator and absorber to maximize longitudinal flux.

In the experiments, we are currently trying to make a new device with reversed potential profile, i.e. the cathode is grounded potential and the anodes are high positive potential. We will report the objective and status of the device.

\begin{figure}[h]
\centering
\includegraphics[width=0.8\textwidth]{figure1.png}
\caption{Schematic view of cylindrical discharge fusion device}
\end{figure}

\begin{figure}[h]
\centering
\includegraphics[width=0.8\textwidth]{figure2.png}
\caption{Effect of the reflector material change on the neutron flux distributions}
\end{figure}